
QUANTITY:

1

2

SIZE: 1520mm x 2550

DOOR NO.

D1 - quantity2

DOOR TYPE:

FINISH:

FRAME

TYPE:

FINISH:

GALVANISED TRANSFORMER ROOM DOOR AS SUPPLIED BY

'TRANSFORMER DOOR Co.' OR EQUAL APPROVED

GALVANISED FINISH PAINTED WITH EXTERNAL QUALITY VP7005

DARK SEA GREY

SUPPLIED WITH DOOR INCLUDING 500mm FISHTAIL LUGS FIXED

AT 500 C/C ON OUTSIDE OF FRAME

GALVANISED FINISH PAINTED WITH EXTERNAL QUALITY VP7005

DARK SEA GREY

STAINLESS STEEL HINGES (INSIDE), HOOK & LATCH & PADLATCH

AS SUPPLIED WITH DOOR RUBBER DOOR SEAL TO BOTTOM OF

DOOR INCL. NEOPRENE DUST SEALS BETWEEN DOOR & FRAME.

1520

EQ. EQ.

2
5

5
0

QUANTITY:

1

1

OVERALL SIZE: 650mm x 425mm x 100mm

LOUVER NO.

L1 - quantity1

DESCRIPTION

FINISH

PURPOSE-MADE ALUMINIUM WITH 40mm LIP 8 BLADES

WEATHER LOUVRE

POWDER-COATED EXTERNAL QUALITY COLOUR VP

7005 (DARK SEA GREY)

5 x 3mm STAINLESS STEEL RODENT PROOF FIXED

TO INSIDE OF LOUVRE

GLAZING /

BIRDPROOFING

QUANTITY:

2

1

OVERALL SIZE:

LOUVER NO.

L2 - quantity1

DESCRIPTION

FINISH

PURPOSE-MADE ALUMINIUM WITH 40mm LIP 6 BLADES

WEATHER LOUVRE

POWDER-COATED EXTERNAL QUALITY COLOUR VP

7005 (DARK SEA GREY)

5 x 3mm STAINLESS STEEL RODENT PROOF FIXED

TO INSIDE OF LOUVRE

GLAZING /

BIRDPROOFING

EQ. EQ. EQ. EQ.

5645

5645mm x 340mm x 100mm

QUANTITY:

3

1

OVERALL SIZE: 600mm x 510mm x 100mm

LOUVER NO.

L3 - quantity1

DESCRIPTION

FINISH

PURPOSE-MADE ALUMINIUM WITH 40mm LIP 11

BLADES WEATHER LOUVRE

POWDER-COATED EXTERNAL QUALITY COLOUR VP

7005 (DARK SEA GREY)

5 x 3mm STAINLESS STEEL RODENT PROOF FIXED

TO INSIDE OF LOUVRE

GLAZING /

BIRDPROOFING
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IRON-

MONGERY

All dimensions are given in millimeters, unless otherwise specified.

All dimensions to be checked on site before construction

commences. Contractors to adhere to all local authority's

regulations and requirements. Contractors to be a suitably qualified
and registered participant in the construction industry as required by
Construction Regulation 2014. Drawings to be read in conjunction
with the clients OHS (Occupational Health and Safety) file.
All work to be done in accordance with the National Building

Regulations SANS 10400.  Before this drawing is priced it is the

contractor's responsibility to ensure he is familiar with the site.  All

trade names quoted may only be substituted by similar, subject to

architect's approval.  All materials to be installed in strict

accordance with manufacturer's specifications.  All conduit work to

be SABS approved quality.  All light fittings is to be fitted to comply

with the relevant code of practice as specified in SANS 10400:

Part O.  All new work to be made good with existing.  This drawing

is not to be scaled. All dimensions not to be scaled from drawings

and heights to be checked on site. Any discrepancies shall be

reported to the designer immediately. Top of foundations to be a

minimum of 150mm below finished ground level. Minimum 100mm

thick concrete surface bed as per Engineers drawings to be on

"gunplas" ubs green damp proof membrane on 50mm sand

blinding layer on well compacted fill.  SABS Approved "gundle"

375 mic. dpc under all walls, window cills and at changes in floor

level. These architectural drawings to be read in conjunction with

engineers and consultants drawings where applicable. All building

work to be carried out in accordance with the national building

regulations. The contractor is responsible for all site visits by local

inspectors and pay all fees in connection therewith.  All drainage

work to be carried out in accordance with the national building

regulations. All roof measurements to be taken on site by roof

specialist prior to roof construction. All tile layouts to be confirmed

with architect prior to commencement of tiling.  Any discrepancies

must be clarified by the architect prior to commencement of work.

Levels shown are relative to a benchmark at 100.00 msl of new

floor level. Msl is not the actual level but a benchmark to base

other heights of the building shown on the drawings. Contractor to

keep a full set of latest issued drawings on site. Contractor is

responsible for the correct setting out of the building on site with

reference to the building line and boundaries.  Contractor to take

responsibility for all health and safety measures on site.

GENERAL NOTES:

REVISIONS:

ELECTRICAL LEGEND

LED Down lighter as per client specification

5 Watt LED Down lighter as per specification

Intercom 

Alarm

IT

AL

Single wall mounted light switch to be mounted at

1300mm above uffl.

Double wall mounted light switch to be mounted

at 1300mm above uffl.

2W

WT

DIM

Triple  wall mounted light switch to be mounted at

1300mm above uffl.

2-way wall mounted light switch to be mounted at

1300mm above uffl.

Watertight wall mounted light switch to be

mounted at 1300mm above uffl.

Dimmer wall mounted light switch to be mounted

at 1300mm above uffl.

Dedicated wall mounted plug, top of socket to be

2000mm above ffl

Double wall mounted plug, top of socket to be

350mm above ffl

Double wall mounted plug, top of socket to be

1250mm above uffl

Double wall mounted plug, top of socket to be

300mm above uffl

WT

WT

(2 x 58 W) 1500 Long 2 tube fluorescent armature with

prismatic diffuser suspended from ceiling.

20 Watt Compacted Fluorescent pendant light as per

specification

(5 Watt x 2 ) Internal LED Wall mounted light

E

(10 Watt x 2 ) External LED Wall mounted light

sp

50 Watt External LED Wall mounted spotlight

GDGD

Garage door ceiling mounted motor 

Starlights (wall mounted) as per client

Extractor connection plug @ 2100mm 

ex

EF Electrical fence control box.

GC

Gate Control Unit

Pre-paid Electricity meter

PP

Main distribution board

Sub distribution board

Daylight sensor
DSDS

TV point aerial

Under counter mounted track light

T

i Intercom system.

Blank conduiting boxes

Shavers plug
l  l

LED

LED Strip Lighting

Power Skirting

Stove isolator

Telkom point

Network point

N

Uninterruptible power supply

UPS

13 Watt Internal compact Fluorecent Up Lighter (wall

mounted) as per client

ELECTRICAL FLOOR PLAN / Prop. Sub-Station (Z3-SS-009)

SCALE 1:50

ROOF PLAN / Prop. Sub-Station (Z3-SS-009)

SCALE 1:50

NOTES

1. 150mmx150mm FLUSH DRAWTRAY WITH COVER PLATE AT 2000 AFF. FOR  SECURITY SYSTEM.

2. ROUND CONDUIT BOX WITH COVER PLATE, FLUSH IN WALL AT 2400 AFF. FOR SECURITY

SYSTEM.

3. ROUND CONDUIT BOX WITH COVER PLATE, CAST IN RC SLAB, FOR SECURITY SYSTEM.

4. 100mmx100mm FLUSH KO BOX AT 1600 FFL. FOR SECURITY SYSTEM.

5. SDB-SS SURFACE MOUNTED IN POSITION INDICATED. FLUSH DRAWTRAY TO BE INSTALLED

BEHIND SDB FOR CONDUITS FOR LIGHTING AND POWER CIRCUITS.

THE SDB SHALL BE PURPOSE MADE AND SHALL BE THE MINIMUM SIZE TO ACCOMMODATE ALL

THE EQUIPMENT AND SPARE WAYS. THE SDB SHALL COMPLY WITH SABS 1180, OR

ALTERNATIVELY WITH BS 5486. THE BOARD MUST BE PROVIDED WITH A HINGED LOCKABLE

DOOR AND REMOVABLE COVER PLATE. THE BOARD SHALL BE CONSTRUCTED OF MINIMUM 2mm

THICK MATERIAL FOR STRUCTURAL ELEMENTS AND 1,6mm FOR NON-STRUCTURAL. THE BOARD

SHALL BE EPOXY POWDER COATED TO A THICKNESS OF 70 MICRONS TO SABS 1274.

6. 150mm WIDE GALVANISED MEDIUM DUTY WIRE MESH CABLE TRAY FIXED ON SURFACE FROM

UNDERSIDE OF SDB TO FLOOR TRENCH.

7. ALL CONDUITS SHALL BE PVC. CONDUITS SHALL BE CAST INTO THE CONCRETE

ROOF SLAB AND BUILT INTO BRICK WALLS. 20mmØ CONDUITS SHALL BE INSTALLED FOR

POWER AND LIGHTING CIRCUITS AND 25mmØ CONDUITS FOR SECURITY SYSTEM.

8. THE SUPPLY CABLE TO SDB-SS SHALL BE SUPPLIED, INSTALLED AND CONNECTED BY OTHERS.

9. 20A DP CORD GRIP ISOLATOR AT 1200 FFL.

10. ALL WIRING FOR THE LIGHTING AND THE POWER CIRCUITS SHALL BE PVC INSULATED WIRE TO

SABS 1507 AND SABS 1574. LIGHTING CIRCUITS SHALL BE WIRED WITH 1,5mm AND THE SOCKET,

FAN AND SECURITY CIRCUIT WITH 2,5mm WIRE.

11. THE CERTIFICATE OF COMPLIANCE MUST BE SUBMITTED TO THE ENGINEER BEFORE FIRST

DELIVERY INSPECTION OF THE ELECTRICAL INSTALLATION.

12. 20mmØ CONDUIT TO BE INSTALLED FLUSH IN WALL FROM ROUND CONDUIT BOX FOR

PHOTOCELL TO FLOOR TRENCH. CONDUIT TO BE FIXED ON SURFACE IN FLOOR TRENCH TO LV

MAIN BOARD.

13. ROUND CONDUIT BOX WITH COVER PLATE, FLUSH MOUNTED IN PARAPET WALL AT 4000AFF.

FOR SCADA ANTENNA. 25mmØ CONDUIT TO DROP DOWN FROM ROUND CONDUIT BOX, FLUSH IN

WALL, TO FLOOR TRENCH.

14. ROUND CONDUIT BOX WITH COVER PLATE, FLUSH MOUNTED IN PARAPET WALL AT 4000AFF.

FOR SECURITY ALARM. 25mmØ CONDUIT TO DROP DOWN FROM ROUND CONDUIT BOX, FLUSH

IN WALL, TO 150mm x 150mm FLUSH DRAWTRAY FOR SECURITY SYSTEM.

EXTERIOR WALLS

CONCRETE FLOOR

EXTERIOR OFF-SHUTTER

CONCRETE

INTERIOR OFF-SHUTTER

CONCRETE

BRICK PAVING

FACE BRICK

INTERIOR WALLS

FINISHES

2850mm

(AFFL)

2850mm

(AFFL)

2850mm

(AFFL)

2850mm

(AFFL)

2850mm

(AFFL)

2850mm

(AFFL)

350mm

(AFFL)

350mm

(AFFL)

1800mm

(AFFL)

2850mm

(AFFL)

2850mm

(AFFL)

NOTE 3

NOTE 12

S

NOTE 9

NOTE 13

20A DP CORD GRIP

ISOLATOR (1200 AFFL)

NOTE 3

NOTE 1

NOTE 4

NOTE 14

NOTE 2

NOTE 2

1200mm

(AFFL)

1200mm

(AFFL)

NOTE 3

NOTE 3

SBS-SS

NOTE 5 & 6
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270mm BRICK PARAPET @

795mm FROM TOP OF SLAB

220mm REINFORCED CONCRETE

UPSTAND. REFER TO DETAIL 2B, ALL

IN ACCORDANCE WITH THE ENGINEER'S

DRAWINGS AND SPECIFICATIONS.
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REFER TO DETAIL 1

ON PAGE 103

REINFORCED CONCRETE FLAT

ROOF AS PER ENGINEER'S

DRAWINGS AND

SPECIFICATIONS
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270mm BRICK PARAPET @

680mm FROM TOP OF SLAB
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POWER FLOATED CONCRETE FINISH WITH 1MM TOLERENCE 

2 COATS PLASCON WHITE' VEL 8 ON PLASTERED WALLS

FACE BRICK( FIRELIGHT-TRAVERTINE- COROBRICK ) TO MATCH EXISTING

SUB-STATIONS

50mm BURGUNDY PAVER LAID WITH A HEADER COURSE

AND STRETCHER BOND PATTERN (COROBRICK)

PLASTERED AND PAINTED TO MATCH EXISTING SUB-STATIONS

PLASTERED AND PAINTED TO MATCH EXISTING SUB-STATIONS

PLASTERED AND PAINTED TO MATCH EXISTING SUB-STATIONS

ERF NO:

EXISTING AREA:

NEW AREA:

TOTAL AREA:

NEW GARAGES

NEW BATHROOMS:

ERF AREA

EX. COVERAGE

NEW COVERAGE

AGE OF BUILDING

Unit 6

1 Bridge Street
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